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sounding device, automatic radar plot-
ting aid (ARPA), radiotelephone, Auto-
matic Identification System equip-
ment, navigational lighting, sound sig-
naling devices or similar equipment.

(2) Any condition on board the vessel
likely to impair navigation, such as
lack of current nautical charts and
publications, personnel shortage, or
similar condition.

(3) Vessel characteristics that affect
or restrict maneuverability, such as
cargo arrangement, trim, loaded condi-
tion, underkeel clearance, speed, or
similar characteristics.

Precautionary Area means a routing
measure comprising an area within de-
fined limits where vessels must navi-
gate with particular caution and with-
in which the direction of traffic may be
recommended.

Towing Vessel means any commercial
vessel engaged in towing another vessel
astern, alongside, or by pushing ahead.

Vessel Movement Reporting System
(VMRS) is a system used to manage and
track vessel movements within a VTS
area. This is accomplished by a vessel
providing information under estab-
lished procedures as set forth in this
part, or as directed by the VTS.

Vessel Movement Reporting System
(VMRS) User means a vessel, or an
owner, operator, charterer, master, or
person directing the movement of a
vessel, that is required to participate
in a VMRS within a VTS area. VMRS
participation is required for:

(1) Every power-driven vessel of 40
meters (approximately 131 feet) or
more in length, while navigating;

(2) Every towing vessel of 8 meters
(approximately 26 feet) or more in
length, while navigating; or

(3) Every vessel certificated to carry
50 or more passengers for hire, when
engaged in trade.

Vessel Traffic Center (VTC) means the
shore-based facility that operates the
vessel traffic service for the Vessel
Traffic Service area or sector within
such an area.

Vessel Traffic Services (VTS) means a
service implemented by the United
States Coast Guard designed to im-
prove the safety and efficiency of ves-
sel traffic and to protect the environ-
ment. The VTS has the capability to
interact with marine traffic and re-

spond to traffic situations developing
in the VTS area.

Vessel Traffic Service Area or VTS Area
means the geographical area encom-
passing a specific VTS area of service.
This area of service may be subdivided
into sectors for the purpose of allo-
cating responsibility to individual Ves-
sel Traffic Centers or to identify dif-
ferent operating requirements.

NOTE: Although regulatory jurisdiction is
limited to the navigable waters of the United
States, certain vessels will be encouraged or
may be required, as a condition of port
entry, to report beyond this area to facili-
tate traffic management within the VTS
area.

VTS Special Area means a waterway
within a VTS area in which special op-
erating requirements apply.

VTS User means a vessel, or an
owner, operator, charterer, master, or
person directing the movement of a
vessel, that is:

(a) Subject to the Vessel Bridge-to-
Bridge Radiotelephone Act; or

(b) Required to participate in a
VMRS within a VTS area (VMRS
User).

VTS User’s Manual means the manual
established and distributed by the VTS
to provide the mariner with a descrip-
tion of the services offered and rules in
force for that VTS. Additionally, the
manual may include chartlets showing
the area and sector boundaries, general
navigational information about the
area, and procedures, radio frequencies,
reporting provisions and other infor-
mation which may assist the mariner
while in the VTS area.

[CGD 90–020, 59 FR 36324, July 15, 1994, as
amended by CGE 97–023, 62 FR 33364, June 19,
1997]

§ 161.3 Applicability.
The provisions of this subpart shall

apply to each VTS User and may also
apply to any vessel while underway or
at anchor on the navigable waters of
the United States within a VTS area,
to the extent the VTS considers nec-
essary.

§ 161.4 Requirement to carry the rules.
Each VTS User shall carry on board

and maintain for ready reference a
copy of these rules.

NOTE: These rules are contained in the ap-
plicable U.S. Coast Pilot, the VTS User’s
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Manual which may be obtained by con-
tacting the appropriate VTS, and periodi-
cally published in the Local Notice to Mari-
ners. The VTS User’s Manual and the World
VTS Guide, an International Maritime Orga-
nization (IMO) recognized publication, con-
tain additional information which may as-
sist the prudent mariner while in the appro-
priate VTS area.

§ 161.5 Deviations from the rules.
(a) Requests to deviate from any pro-

vision in this part, either for an ex-
tended period of time or if anticipated
before the start of a transit, must be
submitted in writing to the appropriate
District Commander. Upon receipt of
the written request, the District Com-
mander may authorize a deviation if it
is determined that such a deviation
provides a level of safety equivalent to
that provided by the required measure
or is a maneuver considered necessary
for safe navigation under the cir-
cumstances. An application for an au-
thorized deviation must state the need
and fully describe the proposed alter-
native to the required measure.

(b) Requests to deviate from any pro-
vision in this part due to cir-
cumstances that develop during a tran-
sit or immediately preceeding a tran-
sit, may be made verbally to the appro-
priate VTS Commanding Officer. Re-
quests to deviate shall be made as far
in advance as practicable. Upon receipt
of the request, the VTS Commanding
Officer may authorize a deviation if it
is determined that, based on vessel
handling characteristics, traffic den-
sity, radar contacts, environmental
conditions and other relevant informa-
tion, such a deviation provides a level
of safety equivalent to that provided
by the required measure or is a maneu-
ver considered necessary for safe navi-
gation under the circumstances.

SERVICES, VTS MEASURES, AND
OPERATING REQUIREMENTS

§ 161.10 Services.
To enhance navigation and vessel

safety, and to protect the marine envi-
ronment, a VTS may issue advisories,
or respond to vessel requests for infor-
mation, on reported conditions within
the VTS area, such as:

(a) Hazardous conditions or cir-
cumstances;

(b) Vessel congestion;
(c) Traffic density;
(d) Environmental conditions;
(e) Aids to navigation status;
(f) Anticipated vessel encounters;
(g) Another vessel’s name, type, posi-

tion, hazardous vessel operating condi-
tions, if applicable, and intended navi-
gation movements, as reported;

(h) Temporary measures in effect;
(i) A description of local harbor oper-

ations and conditions, such as ferry
routes, dredging, and so forth;

(j) Anchorage availability; or
(k) Other information or special cir-

cumstances.

§ 161.11 VTS measures.
(a) A VTS may issue measures or di-

rections to enhance navigation and
vessel safety and to protect the marine
environment, such as, but not limited
to:

(1) Designating temporary reporting
points and procedures;

(2) Imposing vessel operating require-
ments; or

(3) Establishing vessel traffic routing
schemes.

(b) During conditions of vessel con-
gestion, restricted visibility, adverse
weather, or other hazardous cir-
cumstances, a VTS may control, super-
vise, or otherwise manage traffic, by
specifying times of entry, movement,
or departure to, from, or within a VTS
area.

§ 161.12 Vessel operating require-
ments.

(a) Subject to the exigencies of safe
navigation, a VTS User shall comply
with all measures established or direc-
tions issued by a VTS.

(1) If, in a specific circumstance, a
VTS User is unable to safely comply
with a measure or direction issued by
the VTS, the VTS User may deviate
only to the extent necessary to avoid
endangering persons, property or the
environment. The deviation shall be re-
ported to the VTS as soon as is prac-
ticable.

(b) When not exchanging communica-
tions, a VTS User must maintain a lis-
tening watch as required by § 26.04(e) of
this chapter on the VTS frequency des-
ignated in Table 161.12(b) (VTS Call
Signs, Designated Frequencies, and
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